Associated Research, Inc. - Instruments for Electrical Safety Testing

Instruments for Electrical
ABSOCIATED o Safety Compliance Tesltling

Part# Description
ct A 38081  ProbeHV

Retractable

-~ 5KVAC w/6ft
- Py L ead
" A retractable high voltage

- probe for safe testing and
- application of high voltage.
- . Pressing the red push button
m— extends the probe tip. Upon
Jaiew, release of the button the probe

tip retracts back into the

NUUCEL /T

‘EUrope— sleeve.
— Used With:
— All Hypots
38082  ProbeReturn
N Retractable w/6ft
OBHCAlLL L ead
— A retractable return probe.
i Pressing the black push button
— extends the probe tip. Upon
e: release of the button the probe
TAsk Us A tip retracts back into the
: e Seeve.
e Pag Used With:
: Hypot |1, HypotPLUS 11,
- HypotULTRA
A 38083 ProbeHV Pistol
w/Switch
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P High voltage test gun has a
— unique dual action test trigger
o that controls the retractable

probe tip and activates the
S high voltage circuit of the
o — instrument. The probe has a
T~ unique ergonomic shape for
: " ease of use.
<. Used With:
- ".‘ : All Hypots
FAQS - 38084  Probe, GND Bond
c__:i AW w/Switch
. : Thisisfixed tip Ground Bond
SRR, - probe that allows easy contact
= with grounding points of the
i device under test. The probe
et has two separate test buttons
e that allow it to be comfortably
Z— used in various positions. The
e —— test switch can be used to
o activate high current after
_“;:1__ making good contact with the
———— test point. The probe comes
with three different styles of
— probe tips making it flexible
IS enough to test awide range of
o products.
_‘“‘:: Used With:
— QUADCHEK Il and HYAMP
' 38085  Probe, GND Bond
- — 2W w/Switch
-,
-
oL
s
-f o
",_.-l"" ’ -" -
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Thisisfixed tip Ground Bond

— probe that allows easy contact
with grounding points of the
—— device under test. The probe
-— has two separate test buttons
' that allow it to be comfortably
used in various positions. The
— test switch can be used to
e — activate high current after
- ;:: making good contact with the

v test point. The probe comes
- with three different styles of
probe tips making it flexible

- _— enough to test awide range of
- - products.
& Used With:
e HYAMP Jr.
o i 35539  Black Stationary
” Return Probe
= Provides an insulated fixed
: - metallic contact point to a
o~ DUT for areturn path. It is
 f—— ideal in applications where the
— test point on the DUT is small
e, e or the probe needsto be
—— moved frequently.
— Used with:
—— 3500D, 3505D, 3565D,
5500DT and 5560DT
N 35822  Foot Switch
— Isideal to beusedin
— applications where an operator §
"'\._ needs to start atest "hands
< % off" the instrument.
B Used with:
D All Hypots
o
-
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